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DIAMOND TESTING
ROGER D. FRIEDLY - TESTER
CELL 620-793-2043

General Information

Company Name  L.D. DRILLING, INC.
Contact  L.D. DAVIS
Well Name  LUBBERS #2-27
Unique Well ID  DST #1 TORONTO/LANSING 'A' 3,783' - 3,830'
Surface Location  SEC 27-12S-30W GOVE CO., KS
Field  WILDCAT

Test Type  CONVENTIONAL
Formation  DST #1 TORONTO/LANSING 'A' 3,783' - 3,830'
Test Purpose  Initial Test
Well Fluid Type  06 Water
H2S

Start Test Date  2013/12/02
Final Test Date  2013/12/02

Remarks

Job Number 
Test Unit  NO. 1
Representative  ROGER D. FRIEDLY
Well Operator  L.D. DRILLING, INC.
Report Date  2013/12/02
Prepared By  ROGER D. FRIEDLY
Qualified By  KIM SHOEMAKER

Start Test Time  00:07:00
Final Test Time  07:32:00

Test Information

 RECOVERED: 35' WM 40% WTR, 60% MUD
63' MW 70% WTR, 30% MUD
98' TOTAL FLUID

TOOL SAMPLE: 80% WTR, 20% MUD SOME FREE OIL ON TOP OF TOOL

CHLORIDES 28,000 Ppm
PH: 8.0
RW: .30 @ 58 deg.

Validata     Ver 7.3.0.44 136826TM
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L.D. DRILLING, INC. LUBBERS #2-27

L.D. DRILLING, INC. L.D. DRILLING, INC.

2,763 KB TORONTO/LANSING 'A'

12-2-13 27 12 30 GOVE

KIM SHOEMAKER ROGER D. FRIEDLY

1 3,783 3,830 3.830
3,778

3,783
--
--

3,786 30046 5,000
3,827 13498 3,925

Chem 52

9.0 7.6

500

SAFTEY JOINT

NO NO

XH

0
0

3,761

22

46
32' DP IN ANCHOR

WEAK 1/4" BLOW INCREASING TO 6" (NOBB)
WEAK SURFACE BLOW INCREASING TO 4" (NOBB)

35 WM 40% WTR, 60% MUD

63 MW 70% WTR, 30% MUD

98 TOTAL FLUID

CHLORIDES: 28,000 Ppm

PH 8.0

RW .30 @ 58 deg.
DIESEL IN BUCKET
 TOOL SAMPLE: 80% WTR, 20% MUD SOME FREE OIL ON TOP OF TOOL

2:39 A.M. 5:39 A.M.
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