
MULL-HEYEN #1-24, DST #4, 3592'-3626'
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DIAMOND TESTING GENERAL REPORT
Jake Fahrenbruch, Tester
Cell: (620) 282-8977 / Office: (800) 542-7313

 TEST INFORMATION 
 Well Name  Mull-Heyen #1-24
 Company Name  LD Drilling, Inc.
 Formation  DST #4, Simpson 3592'-3626'
 Test Type  Bottom-Hole w/safety joint
 Surface Location  Sec 24-22s-12w-Stafford Co.-KS
 KB Elevation (SL)  1849.000
 Gauge Name  5951
 Start Test Date  2016/03/31
 Start Test Time  14:10:00
 Final Test Date  2016/03/31
 Final Test Time  20:02:00
 Job Number  F430
 Contact  LD Davis
 Site Contact  Kim Shoemaker

 TEST RESULTS 
 Initial flow, weak blow, inc to 2.75".
Final flow, weak blow, inc to 1".

Recovered 25' of SOCM,     4% oil, 96% mud
Tool sample: OCM     20% oil, 80% mud

Validata     Ver 7.3.0.44 136834TM
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MULL-HEYEN1DST4
LD Drilling Inc. Mull-Heyen #1-24
LD Drilling LD Drilling Inc.

1849' KB SIMPSON F430
3-31-16 24 22s 12w Stafford

Kim Shoemaker Jake Fahrenbruch
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Weak blow, increased to 2.75".
Weak blow, increased to 1".
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25 SOCM 4% oil, 96% mud

Tool sample: OCM 20% oil, 80% mud
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